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A. REMOVE EXISTING PEDESTAL POLE AND ASSOCIATED EQUIPMENT. H.  ABANDON EXISTING MICRO-LOOP PROBE DETECTORS.

REMOVE EXISTING FOUNDATION BELOW GRADE AND MAKE FLUSH e INSET A (TR (TR (€T )
WITH FINAL SIDEWALK GRADE. 1. INSTALL 2 INCH SCHEDULE 80 RIGID £VC CONDUIT = TRENCHED. @ NOT TO SCALE LIBES?\HT;‘;?HG Llalzs;::?;?;m PATTsEr:;ClCI;O?S\Ifr:EG PAT‘I‘;;&:C::I:O.':S\;';

B. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH LED COUNTDOWN J. INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT - SLOTTED FOR e T T TR T
PEDESTRIAN SIGNAL HEAD. APS PUSHBUTTON AND SIGN (ORIENT CARRIER PIPE. CONTRACTOR SHALL INSTALL CONDUIT PRIOR TO B e e K R vz R g
PARALLEL TO CROSSWALK). NOTE: INSTALL 1-2 IN. CONDUIT BEND FINAL ROADWAY SURFACE INSTALLATION. I i e I e e ] 1%, fooue I 7 jo
IN POLE BASE. REFER TO STANDARD MD 801.01-01 FOR FOUNDATION i LE & § f o
DETAILS. TOP OF FOUNDATION SHALL BE INSTALLED FLUSH WITH K. CAP AND ABANDON EXISTING CONDUIT. \RA_ s J) N\ s ) H s M st

NS/
FINAL SIDEWALK GRADE. ._

L. USE EXISTING HANDHOLE. 'ﬁ i
C. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS., PUSHBUTTON AND LegRTY RoAD LeEAT. R0 PATTERSON A1E PATIERSON 43E
SIGN FROM MAST ARM POLE. INSTALL LED COUNTDOWN PEDESTRIAN M. REMOVE EXISTING HANDHOLE. REMOVE EXISTING FOUNDATION BELQW PRALE TIPE 2 BRALLE TIFE 2 FRALLE TIFE 2 BRALLE THFE 2

SIGNAL HEAD. APS PUSHBUTTON AND SIGN (ORIENT PARALLEL TO GRADE AND MAKE FLUSH WITH FINAL SIDEWALK GRADE.
CROSSWALK) ON EXISTING MAST ARM POLE. REUSE EXISTING WIRING.

BY: WFW

PLUG UNUSED HOLES. N. USE EXISTING CONDUIT.
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